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TECHNICAL FEATURES

Accepted currency: Euro
Checks: coding or security thread

Type of sensor: magnetic, UV Led

Loading: manual, single banknote

Transport: motorized 0.4 m/s

Internal power supply: batteries 8.4 Volt Ni-Mh (rechargeable)

Duration of batteries: 500 complete loading and unloading cycles

Absorbed power: lower than 6 Watt

External power supply: transformer 220 V 50 Hz / 12V D(, with cables

Operating temperature: 0+50 °C

Dimensions: LxHxW 155x 115 x 75 mm, in single carton LxHxW 300x200x100 mm
Weight: 710 g, without power supply - Total weight with packaging: 1200 g

OPERATING

Power supply: through adapter (supplied) or stand alone using internal batteries (rechargeable)
Automatic feeding o?!he inserted banknote with transport slide

Banknote orientation on the longer edge, in one of the four possible positions.

Display of the Euro checked value or “replay” message

Acoustic signal to confirm the recognition

Warning symbol for exhausted battery

Sum function and activation/deactivation display of the total summed banknote values
Display of banknote value divided by denomination

w Tighl key activation

PC connection activation by serial port (software up-grade)

POSITION AND ORIENTATION
PhotoEuro3 can operate standing on a level surface. The hanknote is not expelled as it is held by a few
millimeters by the automatic transport system.

Photovox reserves the right fo introduce any modification and improvement of the technical features, without notification. c €

A COMPLETE SYSTEM

Connected via serial RS 232 port
connection, with specific cable and
software, it can communicate and supply
data to every cash registers.

Available versions: PhotoPound3 for
Sterling/Euro and PhotoPesos3 for
Pesos/Euro.
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